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Lautsprecherbox aus Naturschiefer

Speaker cabinets made of natural slate
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klein
Frequenzgang (+/- 3 dB) .................................................................................... 60 - 30.000  Hz

Impedanz ........................................................................................................................ 4 Ohm

Empfindlichkeit .............................................................................................. 85 dB  (1 W / 1 m)

Maximaler Schalldruck ..................................................................................................... 105 dB

Frequenzweiche extern ....................................................... impedanzkorrigierte Filter 2. Ordnung

Funktionsprinzip............................................................................................................ Bassreflex

Tief-Mittelton-System ................................. 100 mm Langhub-Tief-Mitteltöner mit Papiermembran 

Hochton-System.......... 22 mm Kalottenhochtöner mit Gewebemembran und Neodym-Magnetsytem

Anschlussterminal ....................................................................................................... Single Wire

Abmessungen Schiefergehäuse, mm (H x B x T) .................................................. 200 x 130 x 200

Abmessungen externe Frequenzweiche, mm (H x B x T)...........................................165 x 85 x 200

Gewicht Lautsprecher ......................................................................................................... 7,1 kg

Gewicht Frequenzweiche ....................................................................................................1,75 kg

Gehäuse ...................................................... 12 / 20 mm starke resonanzarme Naturschieferplatten

Gehäuseausführung: Resonanzarmes Naturschiefergehäuse mit spaltrauer Oberfläche

Im Lieferumfang enthalten: 2 x 3 m 4-adriges Lautsprecherkabel 

mit Neutrik NL4 FRX Speaker Twist Winkelsteckern

Technische Änderungen vorbehalten 

Frequency response (+/- 3 dB) ............................................................................ 60 - 30.000  Hz

Impedance ...................................................................................................................... 4 ohms

Sensitivity ...................................................................................................... 85 dB  (1 W / 1 m)

Max. acoustic pressure ..................................................................................................... 105 dB

External frequency dividing network ..................................... 2nd order impedance corrected filter

Function principle ....................................................................................................... bass reflex

Bass-midrange system .............. 100 mm long piston bass-midrange speaker with paper membrane

Treble system ....................................... 22 mm silk dome tweeter and neodymium magnet system

Connecting terminal .................................................................................................... Single Wire

Dimensions slate cabinet, mm (H x W x D) ......................................................... 200 x 130 x 200

Dimensions external crossover, mm (H x W x D)......................................................165 x 85 x 200

Weight speaker ................................................................................................................. 7,1 kg

Weight external frequency dividing network .......................................................................1,75 kg

Cabinet material ....................................................... 12 / 20 mm thick low-resonance natural slate

Cabinet design: Low-resonance natural slate cabinet

Delivery includes: 2 x 3 m 4-core speaker cable 

with Neutrik NL4 FRX Speaker Twist Angle Plugs

Subject to technical modifications

2-Wege Passivlautsprecher aus Schiefer · Single Wire

2-way passive loudspeaker · Single Wire

klein mit externer Frequenzweiche

klein with external frequency dividing network


